COCO

Congo Composite (CoCo) is a medium sweet crude oil available at FSO Kalamu which results from the production of 7 main Perenco operated oil fields located both onshore and offshore.

COMMERCIAL

Volumes
Around 9.0 million barrels per year are marketed by Perenco

Marketing
Marketing via TERM tenders at a rate of 10 cargoes of 900k bbl per year

LIFTINGS

Country
DEMOCRATIC REPUBLIC OF CONGO

Terminal
Muanda Terminal operated by Perenco

Location
12 miles offshore D.R.C

Loading Restriction
FSO Kalamu accepts vessels up to 175,000 DWT (1st and 2nd port)

Loading Rate
40,000 bbl/hour – tandem loading, bow to stern of FSO

Cargo Size
Up to 900,000 bbl net max

Note
Draft is restricted to 17 m

CRUDE OIL CHARACTERISTICS

General
Coco is a 30.7 °API "mixed character" crude, low in sulphur and acidity

Naphtha
16 vol% naphtha, low in aromatics and suitable as feed for olefins production

Kerosene
12 vol% kerosene cut, low in sulphur and aromatics, good smoke point; proper feedstock for jet fuel

Gasoil
17 vol% gasoil with excellent cetane index, low acidity and sulphur content

VGO
31 vol% VGO

Residue
24 vol% residue with low sulphur content and very low metals, suitable for fuel oil blending

Perenco makes no representations or warranties express or implied, regarding the accuracy, adequacy, reasonableness or completeness of the information, assumptions or analysis contained herein or in any supplemental materials, and Perenco accepts no liability in connection therewith. This information on the crude oil presented here was prepared by Perenco. It is for your private information and we are not soliciting or suggesting any action based upon it. The actual yields and qualities of production may vary and no representation or warranty, expressed or implied, is made as to the accuracy or completeness of the information in this brochure or any accompanying crude assay.